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On/Off
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0-240Vac 300VA/400W
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220240V
ac 300VA/400W

On/Off

120-277Vac
350VA/500W

On/Off

220-240Vac
300VA/400W

On/Off

120277V
oc 350VA/500W

DALI-2
Tri-level Control
220-240Vac Daylight Harvest
Circadian Rhythm

30mA Power Supply

DALI-2
Tri-level Control
Daylight Harvest

Circadian Rhythm
30mA Power Supply

220-240Vac

DALI-2
Trilevel Control
220-240Vac Daylight Harvest
Circadian Rhythm

30mA Power Supply

DALI/DALI-2

Command

with Zhaga
Book 20

Trilevel Control

9.5-22.5Vdc

Current Consumption
Max. 30mA from DALI Bus
Daylight Harvest

Circadian Rhythm

Bluetooth Detection

5.0 Mesh Technology

HF (New Robust

\/
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v HF (New Robust
Antenna)

v PIR

Daylight
Sensor

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photocell
Advance™

Photodiode

Pro-active
Lux

Active Lux

Switching

Install
Height

Low-bay

max. 3m

Low-bay
max. 3m

Low-bay

max. ém

Low-bay
max. 6m

High-bay
max. 15m

High-bay

max. 15m

Low-bay
max. 3m

Low-bay
max. 6m

High-bay
max. 15m

Low-bay
max. 3m

Overview: Bluetooth 5.0 Mesh Enabled Sensors (with App)

IP Rate
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HIR60/SV
€) SILVAIR

HIR60/SV with HAO4
€) SILVAIR

%

9.522.5Vdc

Current Consumption
Max. 30mA from DALI Bus

9.5-22.5Vdc

Current Consumption
Max. 30mA from DALI Bus

9.5-22.5Vdc

Current Consumption
Max. 30mA from DALI Bus

220-240Vac

12Vdc

12Vdc

220-240Vac

9.5-22.5Vdc

Current Consumption
Max. 30mA from DALI Bus

9.522.5Vdc

Current Consumption
Max. 30mA from DALI Bus

Bluetooth
5.0 Mesh

Output

DALI/DALI-2
Command
with Zhaga
Book 20
Trilevel Control
Daylight Harvest

Circadian Rhythm

DALI/DALI-2
Command
with Zhaga
Book 20 v
Tri-level Control

Daylight Harvest

Circadian Rhythm

DALI/DALI-2
Command
with Zhaga
Book 20
Tri-level Control

Daylight Harvest

Circadian Rhythm

On/Off v

300VA/400W (Tuya)

o-10v
Vv
Zhaga Book 18
) (Tuya)
Tri-level Control
0-10V v
(Tuya)
On/Off v
400VA/800W  (Casambi)
DALI/DALI-2
Command
w‘i;h Zkh;go v
°° (Silvair)
Tri-level Control
Daylight Harvest
DALI/DALI-2
Command
w;th Zkh;(g)o v
0 (Silvair)

Tri-level Control

Daylight Harvest

Detection

Technology

PIR

PIR

PIR

HF (New Robust

Antenna)

HF (New Robust
Antenna)

HF (New Robust
Antenna)

HF (New Robust

Antenna)

PIR

PIR

Daylight
Sensor

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

Overview: Bluetooth 5.0 Mesh Enabled Sensors (with App)

Pro-active
Lux
Switching

Active Lux

Switching

Active Lux
Switching

Active Lux

Switching

Active Lux

Switching

Active Lux

Switching

Install
IP Rate

Low-bay
IP20

max. 3m
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owbay ooy
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IP65
Mid-bay
max. 12m
Part Only)

Low-b
)
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High-b:
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)
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Overview: Bluetooth 5.0 Mesh Enabled Sensors (with App)

Pro-active

Bluetooth Detection Daylight ) Install P Rate | Page
5.0 Mesh Technology Sensor - : Height
Switching
HIR60/SV with HAO5 DALI/DAL-2
© SILVAIR Command
9.5-22.5Vdc . .
with Zhaga V Active Lux Low-bay
@ - PIR Photodiod i P20 56
T Mi‘f&%‘;iofzrnmgxanhs Book 20 (Silvair) clodiode Switching max. 3m
Tri-level Control
Daylight Harvest
HIR60/SV/R DALI/DALI-2
£ SILVAIR Command pes
9.5-22.5Vdc q " .
with Zhaga V . Active Lux Mid-bay )
? Current Consumption Book 20 (Silvair) PR Photodiode Switching max. 12m (Facial/lens 56
)= Max. 30mA from DALI Bus Part Only)

Tri-level Control

Daylight Harvest




Overview: Sensors with True Presence/Absence Detection

: Pro-acti
Bluetooth Detection Daylight roLac Ve Install Dip-Switch| Remote
Ux

5.0 Mesh | Technology Sensor o Height | Settings | Controller
Switching

N

N HCOO5SBT/PRO ff HF R Ph Il Low-
/4/ 290.240Vac On/Of v (New Robust otocel ow-bay
9 s 300VA/400W Antenna) Advance™ max. 3m

wew!

HC419SBT/PRO On/Off HF (New Robust Photocell Low-bay
120-277Vac v v 49
9 Fos 350VA/500W Antenna) Advance™ max. 3m
HCOOSS/_PRO On/Off HF (New Robust  Photocell Low-bay
2. 220-240Vac 4 Vv 50
400VA/800W Antenna) Advance™ max. 3m
N HC419S/PRO
IR On/Off HF (New Robust Photocell v Low-bay v .
e 500VA/1000W Antenna) Advance™ max. 3m
NE\N DALI2
Tri-level Control
) HF (New Robust  Photocell Low-bay
220-240Vac Daylight Harvest 4 v 51
o Antenna) Advance™ max. 3m
Circadian Rhythm
30mA Power Supply
N coar 8D2/PRO DAL2
Tri-level Control HF (New Robust  Photocell Low-bay Vv
o 220-240Vac ° N v 52
}%‘/ . Daylight Harvest Antenna) Advance™ max. 3m HRC-11
¢ 50mA Power Supply
HCD405D2/PRO ~ 220240Vec
Current DALI/DALI-2 HF (New Robust . Low-bay
D> Consumption Photodiode 53
L ,65' Masx. 2mA from Command Antenna) max. 3m
/_y DALl Bus
NE HC419V/PRO B0y
Tri-level Control HF (New Robust  Photocell Low-bay V

120-277Vac Vv

&
;;(%" Daylight Harvest Antenna) Advance™ max. 3m HRC-11
o 500VA/1000W

ew!

HCO05SVFC/PRO On/Off
Volt-F Photocell Low-b
220-240Vac e HF cloce v ow-0ay v 59
3.6A @ <240Vac Advance™ max. 6m

2A @ <48Vdc
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Overview:

On/Off series

Pro-active

Bluetooth | Detection Daylight \ Install | Dip-Switch | Remote
ux

5.0 Mesh | Technol S Height i Controll
es| echnology ensor Switching | Detection eig Settings ontroller

new’

HCO05SBT/PRO On/Off HF (New Robust  Photocell Low-bay
220-240Vac Vv Vv Vv P20 49
300VA/400W Antenna) Advance™ max. 3m
On/Off HF (New Robust  Photocell Low-bay
120-277 Ve v v vV IP20
oc 350VA/500W Antenna) Advance™ max. 3m )
HC005S/BT
On/Off HF (New Robust  Photocell Low-b
o = 220-240Vac n/ v (New Robust - Photoce v owRay P20 49
-4 300VA/400W Antenna) Advance™ max. 6m
HC419S/BT
= On/Off HF (New Robust  Photocell Low-b
T 120277Vac i / (New Robust  Photocs v oy P20 49
9 (= 350VA/500W Antenna) Advance™ max. ém
N2 Wcoosseri i
On/Off HF (New Robust  Photocell High-bay
= 220-240V v Vv IP20
9 ﬁ; oc 300VA/400W Antenna) Advance™ max. 15m 50
HC419S8T/H On/Off HF (New Robust  Photocell High-bay
9 = 120-277Vac V4 V4 IP20 50
ﬁ; 350VA/500W Antenna) Advance™ max. 15m
N HC005S/PRO
On/Off HF (New Robust  Photocell Low-bay
e 220-240Vc v Vv 4 IP20
\/' oc 400VA/800W Antenna) Advance™ max. 3m =0
N HC419S/PRO
/ T On/Off HF (New Robust  Photocell v v Low-bay v P20 50
oc 500VA/1000W Antenna) Advance™ max. 3m
NE HC005S/H
On/Off HF (New Robust  Photocell High-bay
7 g 220-240Vc vV Vv IP20
ac 400VA/800W Antenna) Advance™ max. 15m Sl
On/Off HF (New Robust  Photocell High-b:
120277Vac y New Robust  Phafoce v greey v P20 51
500VA/1000W Antenna) Advance™ max. 15m
(3] > On/Off Vv HF (New Robust Low-bay
< 220-240Vc Photodiod IP20
Z% % 300VA/400W  (Tya)  Antenna) clocioce max. 6m =2
-
HC005S/CA
9 o / DR On/Off v HF (New Robust Photodiod Low-bay v P20 55
- 1
ﬁ . 400VA/800W (Casambi]  Antenna) clodiode max. 6m
N HC0075/1 On/Off HF (New Robust  Photocell Low-bay
- 220-240Vac v v IP20 57
¢ 300VA/400W Antenna) Advance™ max. ém
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Overview: On/Off series

Pro-active | True
Lux Presence

Bluetooth |  Detection Daylight Install | Dip-Switch| Remote | IP

. Page

5.0 Mesh| Technology Sensor - : Height | Settings |Controller| Raf
Switching |Detection

N HCO007S
On/Off HF (New Robust Low-b
2N 220-240Vac n/ (New Robust — rodiode ownay v P20
Y 300VA/400W Antenna) max. 6m -
HC005S/I
o DA On/Off HF (New Robust  Photocell v Low-bay v o
) 400VA/800W Antenna) Advance™ max. 6m 58
A
HCO005S
On/Off HF (New Robust Low-b
' 220-240Vac "/ (New Robust o\ diode owbay v P20
400VA/800W Antenna) max. ém 58
HCO005S/L
AR On/Off HF (New Robust  Special PD  Active Lux Low-bay v T
AP 400va/800W Antenna) (IR Only)  Switching e G 58
HC419S
o i3 Low
- 120277 Vac On/O HF Photodiode owbay v P20
1000VA/1600W max. 6m 59
HC009S
=B On/Off Low-b
> 220-240Vac / HE Photodiode Sy v P20
i 400VA/1200W max. ém 59
2
NE\N' On/Off
HCO005SVFC/PRO 2202400 VoltFree e Photocell N o Low-bay N 20
&5 “ 3.6A@ <240Vac Advance™ max. ém
V 2A @ <48Vdc 59
HC501S On/Off
e i Low-bay
a5 &) 12-48Vde 12V@ <10A HF Photodiode . v P20
T 48V @ <2A mex. om 59
Heot2s On/Off HF (New Rob Low-b
n lew Robust ow-bay
LR 220240V Photodiod v P20
r"’ “ 400VA/800W Antennal) otodiode max. 6m &0
HCO12S/RCO5
On/Off HF (New Robust Low-b NV
ot 220240Vac 400v2§aoow (ATW U photodiode ov zy treos P20
!— ntenna) max. ém - EE
HCO23RF
On/Off Rotaty
— 220-240Ve HF P20
x - % 400vA/1200W switch
N 62
HC423RF
§ On/Off Rotaty
e 120-277Ve HF P20
o 63
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HC419V/PRO
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HCO19V/DH
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HC419VRC/DH

HCO18V

v
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HC419V/H
>

%
L

HCO028V/RF

120-277Vac

220-240Vac

120-277Vac

220-240Vac

120-277Vac

220-240Vac

120-277Vac

120-277Vac

120-277Vac

220-240Vac

o-10v

Tri-level Control

Daylight Harvest
500VA/1000W

1-10V
Tri-level Control
800VA/1200W

1-10v
Tri-level Control
1000VA/1600W

1-10V
Daylight Harvest
800VA/1200W

1-10V
Daylight Harvest
1000VA/1600W

1-10V
Tri-level Control
800VA/2000W

1-10v
Tri-level Control
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1-10V
Tri-level Control
1000VA/1600W

0/1-10V
Tri-level Control
Daylight Harvest
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1-10V
Tri-level Control
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Frequency| Technology

/

Transceiver
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HF
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HF

HF

HF
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Daylight
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Photocell

Advance™

Photocell

Advance™

Photocell

Advance™

Photocell

Advance™

Photocell

Advance™

Photodiode

Photodiode

Photodiode

Photocell

Advance™

Photodiode

Pro-active
Lux
Switching [Detection

Active Lux

Switching

Active Lux
Switching

Install
Height

Low-bay
max. 3m

Low-bay
max. 6m

Low-bay

max. ém

Low-bay

max. ém

Low-bay

max. ém

Low-bay
max. 6m

Low-bay
max. 6m

Low-bay

max. ém

High-bay
max. 15m

Low-bay
max. ém

Dip-Switch | Remote
Settings |Controller

v Vv
HRC-11
Vv
Vv
\/
v HRC-11
V
HRC-11
\/
\/
Vv
HRC-05
Vv
\/
Vv
HRC-11
,\/
Also with

rotaty switch

Overview: 0/1-10V Output (tri-level dimming / daylight harvest]
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IP20
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IP20

IP20

IP20

IP20

IP20

IP20
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61
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!
NE HC503S/TY
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\
NE\NHCSOS S
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220-240Vac

120-277Vac

120-277Vac

12Vdc

12Vdc

12Vdc

12Vdc

1-10V
Tri-level Control

400VA/1200W

1-10V
Tri-level Control
500VA

1-10V
Tri-level Control
500VA

o-10v
Zhaga Book 18
Tri-level Control

o-10v
Zhaga Book 18
Tri-level Control

O-10v

o-10v

Detection

Frequency| Technology

Vv
Receiver
433MHz/
868MHz

\/
Transceiver HF
915MHz

\/
Receiver
915MHz

HF (New Robust

Antenna)

HF

HF (New Robust

Antenna)

HF

Daylight
Sensor

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

Pro-active |  True

Lux Presence

Switching |Detection

Active Lux

Switching

Install
Height

Low-bay
max. 6m

High-bay
max. 15m

High-bay
max. 15m

High-bay

max. 15m

High-bay

max. 15m

Dip-Switch
Settings

Vv
Also with

rotaty switch

Vv
Also with

rotaty switch

Vv
Also with

rotaty switch

Remote
Controller

HRC-05

HRC-05

Overview: 0/1-10V Output (tri-level dimming / daylight harvest]
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IP65

IP65
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63
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verview: DALl & DALI-2 Output (trilevel dimming / daylight harvest]

- , : Pro-active True : :
Built-in Bluetooth| Detection | Daylight Install Remote
Lux Presence

Program 5.0 Mesh | Technology | Sensor Height | Settings |Controller| Rate

Switching | Detection

NE : Tri-level

HCD405BT/PRO DALI-2 Control HF (New Phorocell
i ofoce!
2202400 0mAPower DIV Robus 00 v P20 51
vance
Supply (PSU) Circadian Antenna)
Rhythm
NE\I\]‘ Tri-level
HCD405/8BT DAL C°T": HENew
o Daylight Sioce
9 PGl 220-240Vac  30mA Power Harvest Vv v Robust Advance™ v P20 51
Supply (PSU) Circadian Antenna)
Rhythm
Tri-level
DAl Conirol HENew
i orocel
220240V 30mAPower DNV b 00T P20 52
vance
Supply (PSU) Circadian Antenna)
Rhythm
HCDA418D2/PRO DAU2  Trileve HE New o tocell v

220-240Vac  50mA Power Vv Robust v Vv v IP20 52

)
= Daylight Advance™ HRC-11
p Supply (PSU)  Harvest Antenna)

e

HCD418D2/I DALI-2 Trilevel HF (New
S Control Photocell vV
o 220-240Vac  50mA Power X V/ Robust V vV IP20 52
B Daylight Advance™ HRC-11
Supply (PSU)  Harvest Antenna)
N HCD418D2/H DALI-2 Tri-level HF (New
» Control Photocell vV
e s 220-240Vac  50mA Power . v Robust v v P20 53
& Daylight Advance™ HRC-11
2 Supply (PSU)  Harvest Antenna)
HCD405D2/PRO  220-240Vac HE (New
2 Current DALI/DALI-2 . Low-bay
Consumption Robust  Photodiode Vv . 3m P20 53
quljZlTéufsrom Antenna) ’
NE\N\ 220-240Vac .
HCD405D2 Current  DALI/DALI2 o , Low-bay
% Consumption - J Robust  Photodiode 2 P20 53
K@' Max. 2mA from ~omman Antenna) max. om
DALI Bus
NE\JI:!Z;)AOSDZ/H 220240¥ae HF (N
Current  DALI/DALI2 (New , High-bay
Consumption Robust  Photodiode P20 53
¢ Max. 2mA Command max. 15m
e “DAUBUs Antenne)
‘ Tri-level
NE\N \ o 9.522.5Vdc  DAL/DAL2  Control
Current C d i Active L Low-b
8 Consomption f’:;‘:” Dalight > PR Photodiode cfveh, o owoay P20 54
- Max. 30mA from With Zhaga Switching max. 3m
DALI Bus Book 20 ~ Circadian
Rhythm
NE\J\]\ 0,522 5Vd Tri-level
HIR60 with HAO4 c Svee DAU/DALL-? Control
urrent C i Active L Low-b
0 Comsumption —or e Dovlight v PR Photodiode O ° X ovbay P20 54
‘ Max. 30mA from with Zhaga Switching max. 3m
DALl Bus Book 20  Circadian

Rhythm
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Overview: DALl & DALI-2 Output (trilevel dimming / daylight harvest)

: Pro-active True : :
Daylight Install Dip-Switchl Remote
Lux Presence : )
5.0 Mesh | Technology | Sensor - : Height | Settings |Controller| Rate
Switching |Detection

Bluetooth| Detection

e

Tri-level
HIRG0 with HAO5 9.522.5Vdc  DALI/DAL2  Control
@ t C d i Active Li Low-bi
(3] COn:ﬁ;ﬁon omman E"’Y"ght' v PR Photodiode ¢ ownay P20 54
@ with Zhaga arves Switching max. 3m
17 Max. 30mA from o
DALI Bus Book 20  Circadian
Rhythm
\ Tri-level
NE\N MR 9.522.5Vdc  DAL/DAL2  Conirol P65
Current C d i Active L Mid-b |
0 el S o
2 M with Zhaga ~ Harves Switching max. 12m facia
ax. 30mA from o
)'-' DALI Bus Book 20  Circadian part)
Rhythm
\- 9.522. K
NE\N e 522.5Vdc  DALI/DALI2
Current Command . Low-bay
P Consumption ith Zh PIR Photodiode 3 IP20 54
: | Max. 12mA from ' aga max. 3m
“ DALI Bus Book 20
NE ) 9.522.5Vdc  DAL/DALI2
HIR61 with HAO4
Current Command . Low-bay
Consumption ih Zh PIR Photodiode z IP20 54
- Max. 12mA from ' aga max. om
‘ DALI Bus Book 20
NE\N ) 9.522.5vd :
HIR6T with HAO5 < DAL/DAL2
Current Command ' Low-bay
&® Consumption with Zhaaa PIR Photodiode max. 3m IP20 54
- - Max. 12mA from °9 )
T DALl Bus Book 20
NE\N ’ 9.522.5Vdc  DALI/DALI2 P65
HIR61/R Current Command Mid-ba: {
) y (lens/
- Cemuigiien with Zhaga PIR Photediode max. 12m facia 55
)f Max. 12mA from 9 .
' DALl Bus Book 20 part)
8 HIR60/SV 9.522.5Vdc  DALI/DALI-2 Tridevel
SILVAIR Current Command  Control vV ) Active Lux Low-bay
MConsumphtfgn with Zhaga  Daylight (Silvair) PR Photodiode Switching max. 3m P20 56
a S oAlBes " Book2o  Horvet
“ us 0ol
HIR60/SV with HAO4 9 522 5vdc  DALI/DALI2 Tridevel
€) SILVAIR Current Command  Control V Active L Low-bay
Comurtlan o e Depligh (Silvair) iR Rigtodleets S:/ilt\::ehinug: o P20 56
i Max. 30mA from X 9 Ha)nl'vgst :
DALl Bus Book 20
HIR60/SV with HAOS  9.5.22.5Vde  DAU/DAU2 14 10vel
€) SILVAIR Current Command ~ Confrol v . Active L Low-bay
Consumption ith Zh Davlight (Silvair] PIR Photodiode S:vilt\;iinug 3 P20 56
_;’ Max. 30mA from ' 5 aga HZ);\lgst max. om
DALl Bus Book 20
HIR60/SV/R 9.522.5Vde  DAU/DALR2  op IP65
@ SIvAR Current Command  Control V Active Lux Mid-bay (lens/
i e —a PIR Photodiod oL
3 Mgf "EBT,’X'ZTW with Zhaga  Daylight (Silvair) ©0G0% Switching max. 12m facia ~°
hf DALI Bus Book 20  Harvest part)
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Overview: Human Centric Lighting & Tunable White Control

- . . Pro-active True : .
Built-in Bluetooth| Detection | Daylight Install  |Dip-Switch| Remote

IP
Output Lux Presence . 5 Page
Program 5.0 Mesh | Technology | Sensor Height | Settings | Controller |Rate

Switching |Detection
NE\I\]" Tri-level

HCD405BT/PRO DALy Control HENew -
220240Vac  30mAPower DVIGHT o gy O Voo P20 51
Harvest Advance™ max. 3m
Supply (PSU) Circadian Antenna)
Rhythm
Trilevel
HCD405/BT DAy Contrel HENew -
f ofocel ow-bar
3] 220240Voc  30mA Power DOViGHt o g Vi i P20 51
. Harvest Advance™ max. 6m
)‘C./g Supply (PSU) ;' adian Antenna)
~ Rhythm
NE\I\] ° Trilevel
HCD405BT/H DAL Control HENew o .
i otocel -bar
3] 220240Vac  30mA Power PSR by v omeey P20 52
& Supply (PSU) arves Antenna) Advance™ max. 15m
i‘\‘ upply Cli{ﬁuﬁian niennaq,
ythm
HCD418D2/PRO DALI-2 Tri-level HF (New
B, Control Photocell Low-bay Vv
e > 220-240Vac  50mA Power . v Robust 4 v Vv . .. P20 52
&5’ Daylight Advance™ max. 3m (Silvair)
ks Supply (PSU)  Harvest Antenna)
HCD418D2/I Tridevel
A HENew tocell Lowb v
2 ntr B
> 220240Vac  50mA Power o v/ Robust oloce v owbay P20 52
2 Daylight Advance™ max. ém (Silvair)
V Supply (PSU)  Harvest Antenna)
HCD418D2/H DAL Tridevel HF [New
% Control Photocell High-b vV
s 220240Vac  50mAPower o/ Robust oloce v Y Y P20 52
s Daylight Advance™ max. 15m (Silvair)
v Supply (PSU)  Harvest Antenna)
NE\N‘- Tri-level
HIRGO 9.522.5Vdc  DAU/DAU2 Contol
Current C d i Active Li Low-b
0 o Consomption °:’Z":" Daylight v PR Photodiode scfv‘:l, o o ;y P20 54
q u Max. 30mA from With Zhaga witching max. 3m
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Overview: Human Centric Lighting & Tunable White Control
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Overview: Zhaga Connection
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