
Driver+Sensor Combo 
2-in-1



Max. Output Power/

Current/Voltage Range

Integrated Design

HEC6018

HEC6418

HEC6028

PhotodiodeHF

HF

HF

HF

HF

HF

HF

HF

HF

Photodiode

Photodiode

Photodiode

Photodiode

Photodiode

√

HRC-05

√

HRC-05

Photocell 

Advance™

Photocell 

Advance™

Low-bay

Max. 5m

Low-bay

Max. 5m

Low-bay

Max. 5m

Low-bay

Max. 5m

Low-bay

Max. 5m

Low-bay

Max. 5m

Low-bay

Max. 5m

Low-bay

Max. 6m

Low-bay

Max. 6m

220-240Vac

50/60Hz

220-240Vac

50/60Hz

120-277Vac

50/60Hz

HEC6428
120-277Vac

50/60Hz

HEC7028
220-240Vac

50/60Hz

HEC7428

120-277Vac

50/60Hz

HEC6025/I
220-240Vac

50/60Hz

HEC9028
220-240Vac

50/60Hz

HBE9028

220-240Vac

50/60Hz
√

√

√

√

√

√ √

√√

√

√

√

√

√

Photocell 

Advance™

11.5-18W/500mA/23-36V

16-28W/700mA/23-40V

11.5-18W/500mA/23-36V

120V: 

16-25W/700mA/23-36V

277V: 

16-28W/700mA/23-40V

17W/350mA/48V 

24W/500mA/48V

25W/550mA/46V

28W/700mA/40V

28W/750mA/37V

28W/900mA/31V

17W/350mA/48V 

24W/500mA/48V

25W/550mA/46V

28W/700mA/40V

28W/750mA/37V

 28W/900mA/26-31V

5-16W/350mA/15-45V

7-22W/500mA/15-45V

8-25W/550mA/15-45V

10-25W/700mA/15-36V

16-27.5W/685mA/24V

11-18W/450mA/40V

2-14W/300mA/6-47V

2-16.5W/350mA/6-47V

2-19W/400mA/6-47V

3-21W/450mA/6-47V

3-23.5W/500mA/6-47V

3-26W/550mA/6-47V

4-27W/600mA/6-45V 

4-27W/650mA/6-42V

4-28W/700mA/6-40V

11.5~18W,

Tri-level Control

16~28W,

Tri-level Control

11.5~18W,

Tri-level Control

16~28W,

Tri-level Control

3.5~28W,

Tri-level Control

5~25W,

Tri-level Control

16~18W,

Tri-level Control

2~28W,

Bluetooth Dim

Tri-level Control

Daylight Harvest

3.5~28W,

Tri-level Control

PageOutput
Daylight

Sensor
Bluetooth

Detection

Technology

Active Lux

Switching

Install

Height
Input

Dip-

Switch

Rotary

Switch

Inrush

Current

Remote

Controller

45A/16µs

45A/16µs

50A/10µs

50A/10µs

50A/10µs

50A/10µs

50A/10µs

44A/53µs

15A/70µs

208

209

208

208

208

209

209

210

210

202



HED1025 +

Sensor Head

HED1045 +

Sensor Head

19.5W/325mA/12-60V

21W/350mA/12-60V

22.5W/375mA/12-60V

24W/400mA/12-60V

25.5W/425mA/12-60V

27W/450mA/12-60V

26W/475mA/12-55V

27.5W/500mA/12-55V

26W/525mA/12-50V

27.5W/550mA/12-50V

26W/575mA/12-45V

27W/600mA/12-45V

28W/625mA/12-45V

28W/650mA/12-43V

27W/675mA/12-40V

28W/700mA/12-40V  

Category B, see pg. 85

28W/500mA/12~56V

40W/700mA/12~56V

45W/900mA/12~50V

45W/1050mA/12~42V

40W/1200mA/12~34V

40W/1400mA/12~28V

HEC7030/BF +

Sensor Head

3.5-20W/350mA/10-57V

5-29W/500mA/10-57V

5.5-30W/550mA/10-55V

7-30W/700mA/10-43V

7.5-30W/750mA/10-40V

9-23W/900mA/10-25V

HED8045 +

Sensor Head

7-24W/500mA/15-48V

9-29W/600mA/15-48V

10-34W/700mA/15-48V

12-38W/800mA/15-48V

13-43W/900mA/15-48V

15-43W/1000mA/15-43V

HED1050L +

Sensor Head

34W/225mA/36~150V

38W/250mA/36~150V

41W/275mA/36~150V

45W/300mA/36~150V

49W/325mA/36~150V

50W/350mA/36~140V

50W/375mA/36~130V

50W/400mA/36~125V

50W/425mA/36~115V

50W/450mA/36~110V

50W/475mA/36~105V

50W/500mA/36~100V

50W/525mA/36~95V

50W/550mA/36~90V

50W/575mA/36~86V

50W/600mA/36~83V

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

√

Category B, see pg. 85√

Category B, see pg. 85

Category B, see pg. 85

Category B, see pg. 85

√

√

√

√

√

√

√

√

40A/98.4µs

42A/30µs

63A/24µs

63A/89.3µs

54A/44µs

4~28W

Switch-Dim

6~40W

Switch-Dim

3.5~23W

Switch-Dim

Bluetooth Dim

7~43W
Switch-Dim

8~50W

Switch-Dim

Input Output Bluetooth Sensor Head Options Dip-Switch Page
Max. Output Power/

Current/Voltage Range
Inrush Current

Detachable Sensor Head Design - - Bluetooth Mesh (with App)

211

211

211

211

211

203



HED1050H +
Sensor Head

40W/500mA/12~80V

44W/550mA/12~80V

49W/600mA/12~80V

49W/650mA/12~75V

49W/700mA/12~70V

50W/750mA/12~66V

50W/800mA/12~62V

50W/850mA/12~59V

49W/900mA/12~55V

49W/950mA/12~53V

50W/1000mA/12~50V

50W/1050mA/12~47V

50W/1100mA/12~45V

50W/1150mA/12~43V

50W/1200mA/12~42V

HED1080H +
Sensor Head

67W/ 900mA /16-75V

71W/ 950mA /16-75V 

75W/ 1000mA /16-75V

78W/ 1050mA /16-74V

79W/ 1100mA /16-72V

80W/ 1150mA /16-70V

80W/ 1200mA /16-66V

80W/ 1250mA /16-64V

80W/ 1300mA /16-61V

80W/ 1350mA /16-59V

80W/ 1400mA /16-57V

80W/ 1450mA /16-55V

80W/ 1500mA /16-53V

80W/ 1550mA /16-51V

80W/ 1600mA /16-50V

80W/ 1650mA /16-48V

3.5-18W/350mA/10-52V

5-26W/500mA/10-52V 

5-26W/500mA/10-52V

5.5-29W/550mA/10-52V

7-30W/700mA/10-43V

7.5-30W/750mA/10-40V

9-23W/900mA/10-25V

HBE9028/KD +
Sensor Head

13-29W/865mA/15-33V

HED7030/BT +
Sensor Head

7-24W/500mA/15-48V

9-29W/600mA/15-48V 

10-34W/700mA/15-48V

12-38W/800mA/15-48V

13-43W/900mA/15-48V

15-43W/1000mA/15-43V

HED8045/BT +
Sensor Head

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

Category B, see pg. 85√

Category B, see pg. 85

Category C, see pg. 88

Category C, see pg. 88

Category C, see pg. 88

√

√

√

√

√

√

√

√

60A/24µs

66A/42µs

12.3A/60µs

8.9A/22µs

44.2A/29.2µs

6~50W

Switch-Dim

16~80W

Switch-Dim

13~29W

Bluetooth Dim

3.5~30W

Switch-Dim

Bluetooth Dim

7~43W

Switch-Dim

Bluetooth Dim

Input Output Bluetooth Sensor Head Options Dip-Switch Page
Max. Output Power/

Current/Voltage Range
Inrush Current

Detachable Sensor Head Design - - Bluetooth Mesh (with App) 

211

213

211

213

213

204



Detachable Sensor Dead Design - - Non-Bluetooth

Max. Output Power/

Current/Voltage Range
Output

Daylight

Sensor

Active Lux

Switching
Input

Dip-

Switch

Inrush

Current

Remote

Controller
Sensor Head Options

21W/350mA/60V

30W/500mA/60V

30W/550mA/55V

30W/700mA/43V

30W/750mA/40V

23W/900mA/25V

15.7W/350mA/43V

21W/500mA/42V

22W/550mA/40V

25.2W/700mA/36V

25.5W/750mA/34V

25.2W/900mA/28V

15.7W/350mA/43V

21W/500mA/42V

22W/550mA/40V

25.2W/700mA/36V

25.5W/750mA/34V

25.2W/900mA/28V

15.7W/350mA/43V

21W/500mA/42V

22W/550mA/40V

25.2W/700mA/36V

25.5W/750mA/34V

25.2W/900mA/28V

120V:

5-25W/500mA/10-50V

5.5-25W/550mA/10-45V

7-25W/700mA/10-36V

7-25W/750mA/10-33V

277V:

3.5-17.5W/350mA/10-50V

5.5-26W/550mA/10-48V

7-30W/700mA/10-43V

7-30W/750mA/10-40V

9-23W/900mA/10-25V

HEC7030

HEC9025

HEC9425

HEC9025/I

HEC7430

120-277Vac

50/60Hz

120-277Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

3.5~30W

Switch-Dim

3.5~25.2W

Switch-Dim

3.5~25.2W

Switch-Dim

3.5~25.2W

Switch-Dim

3.5~30W

Switch-Dim
Category E, see pg. 95

Category E, see pg. 95

SAM4

SAM4

SAM5/I

Photodiode

Photocell 

advance™

Photodiode

Photodiode

Photodiode

√

√

√

√

√

√

√

√

√

√
√

HRC-11

√

HRC-05

√

HRC-05

67A/6.6µs

67A/6.6µs

48A/40µs

48A/40µs

48A/40µs

Page

218

217

218

217

217

HED1025 +

Sensor Head

19.5W/325mA/12-60V

21W/350mA/12-60V

22.5W/375mA/12-60V

24W/400mA/12-60V

25.5W/425mA/12-60V

27W/450mA/12-60V

26W/475mA/12-55V

27.5W/500mA/12-55V

26W/525mA/12-50V

27.5W/550mA/12-50V

26W/575mA/12-45V

27W/600mA/12-45V

28W/625mA/12-45V

28W/650mA/12-43V

27W/675mA/12-40V

28W/700mA/12-40V  

Category A, see pg. 80
220-240Vac

50/60Hz
√ 40A/98.4µs

4~28W

Switch-Dim
211

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

205



206

HED1045 +

Sensor Head

28W/500mA/12~56V

40W/700mA/12~56V

45W/900mA/12~50V

45W/1050mA/12~42V

40W/1200mA/12~34V

40W/1400mA/12~28V

HEC7030/BF +

Sensor Head

3.5-20W/350mA/10-57V

5-29W/500mA/10-57V

5.5-30W/550mA/10-55V

7-30W/700mA/10-43V

7.5-30W/750mA/10-40V

9-23W/900mA/10-25V

HED8045 +

Sensor Head 7-24W/500mA/15-48V

9-29W/600mA/15-48V

10-34W/700mA/15-48V

12-38W/800mA/15-48V

13-43W/900mA/15-48V

15-43W/1000mA/15-43V

HED1050L +

Sensor Head

34W/225mA/36~150V

38W/250mA/36~150V

41W/275mA/36~150V

45W/300mA/36~150V

49W/325mA/36~150V

50W/350mA/36~140V

50W/375mA/36~130V

50W/400mA/36~125V

50W/425mA/36~115V

50W/450mA/36~110V

50W/475mA/36~105V

50W/500mA/36~100V

50W/525mA/36~95V

50W/550mA/36~90V

50W/575mA/36~86V

50W/600mA/36~83V

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

220-240Vac

50/60Hz

Category A, see pg. 80

Category A, see pg. 80

Category A, see pg. 80

Category A, see pg. 80

√

√

√

√

42A/30µs

63A/24µs

63A/89.3µs

54A/44µs
6~40W

Switch-Dim

3.5~23W

Switch-Dim

Bluetooth Dim

7~43W
Switch-Dim

8~50W

Switch-Dim

211

211

211

211

Max. Output Power/

Current/Voltage Range
Output

Daylight

Sensor

Active Lux

Switching
Input

Dip-

Switch

Inrush

Current

Remote

Controller
Sensor Head Options Page

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

Detachable Sensor Dead Design - - Non-Bluetooth



207

HED1080H +

Sensor Head

67W/ 900mA /16-75V

71W/ 950mA /16-75V 

75W/ 1000mA /16-75V

78W/ 1050mA /16-74V

79W/ 1100mA /16-72V

80W/ 1150mA /16-70V

80W/ 1200mA /16-66V

80W/ 1250mA /16-64V

80W/ 1300mA /16-61V

80W/ 1350mA /16-59V

80W/ 1400mA /16-57V

80W/ 1450mA /16-55V

80W/ 1500mA /16-53V

80W/ 1550mA /16-51V

80W/ 1600mA /16-50V

80W/ 1650mA /16-48V

220-240Vac

50/60Hz
Category A, see pg. 80 √ 66A/42µs

15~80W

Switch-Dim
211

Max. Output Power/

Current/Voltage Range
Output

Daylight

Sensor

Active Lux

Switching
Input

Dip-

Switch

Inrush

Current

Remote

Controller
Sensor Head Options Page

HED1050H +

Sensor Head

40W/500mA/12~80V

44W/550mA/12~80V

49W/600mA/12~80V

49W/650mA/12~75V

49W/700mA/12~70V

50W/750mA/12~66V

50W/800mA/12~62V

50W/850mA/12~59V

49W/900mA/12~55V

49W/950mA/12~53V

50W/1000mA/12~50V

50W/1050mA/12~47V

50W/1100mA/12~45V

50W/1150mA/12~43V

50W/1200mA/12~42V

220-240Vac

50/60Hz
Category A, see pg. 80 √ 60A/24µs

6~50W

Switch-Dim
211

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

√

HRC-11

or

HRC-01

or

HRC-04

or

HRC-05

√

(or Pro-active

Lux

Switching)

Photocell 

advance™

or

Photodiode

or

Photocell

Detachable Sensor Dead Design - - Non-Bluetooth



HEC6018 HEC6028

HEC6418 HEC6428

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 36mm * 29.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Max installation height: 5m

• Max detection range: Ø = 8m (diameter)

• Sensor settings via DIP-Switches

• Max power: 28W

• Constant Current (CC)

• Max. Output Power/Current/Voltage range: 

16-28W/700mA/23-40V

• Input: 120-277VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 36mm * 29.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Sensor settings via DIP-Switches

• Max installation height: 5m

• Max detection range: Ø = 8m (diameter)

• Sensor settings via DIP-Switches

• Max power: 28W

• Constant Current (CC)

• Max. Output Power/Current/Voltage range: 

   16-25W/700mA/23-36V (120V)

   16-28W/700mA/23-40V (277V)   

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 36mm * 29.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Max installation height: 5m

• Max detection range: Ø = 8m (diameter)

• Sensor settings via DIP-Switches

• Max power: 18W

• Constant Current (CC)

• Max. Output Power/Current/Voltage range:

11.5-18W / 500mA / 23-36V

• Input: 120-277VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 36mm * 29.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Max installation height: 5m

• Max detection range: Ø = 8m (diameter)

• Sensor settings via DIP-Switches

• Max power: 18W

• Constant Current (CC)

• Max. Output Power/Current/Voltage range: 

11.5-18W / 500mA / 23-36V

Full Product Speci�cations - - - HEC6018 & HEC6028 & HEC6418 & HEC6428

208

Suitable for

Bulkhead

Suitable for

Bulkhead

Suitable for

Bulkhead

Suitable for

Bulkhead



HEC6025/I

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 36mm * 29.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15) 

• Max installation height: 5m

• Max detection range: Ø = 8m (diameter)

• Input: 120-277VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 36mm * 29.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Max installation height: 5m

• Max detection range: Ø = 8m (diameter)

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 47mm * 43mm

• Size: Ø * H = 82mm * 62.5mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photocell Advance™ (*See pg. 14-17)

• Pro-active Lux Switching technology (*See pg. 16)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

• Sensor settings via DIP-Switches

• Max power: 25W

• Constant Current (CC)

• Max. Output Power/Current/Voltage range: 

   5-16W/350mA/15-45V, 7-22W/500mA/15-45V

   8-25W/550mA/15-45V, 10-25W/700mA/15-36V

• Sensor settings via handset HRC-05 & Rotary switch

• Max power: 28W

• Constant Current (CC)

• Multiple current selection via DIP-Switches

• Max. Output Power/Current/Voltage range: 

   17W/350mA/48V, 24W/500mA/48V

   25W/550mA/46V, 28W/700mA/40V

   28W/750mA/37V, 28W/900mA/31V

• Multiple current selection via DIP-Switches

• Sensor settings via handset HRC-05 & Rotary switch

• Max power: 28W

• Constant Current (CC)

• Max. Output Power/Current/Voltage range: 

   17W/350mA/48V, 24W/500mA/48V

   25W/550mA/46V, 28W/700mA/40V

   28W/750mA/37V, 28W/900mA/26-31V

HEC7028

HEC7428

Full Product Speci�cations - - - HEC7028 & HEC7428 & HEC6025/I

209

Suitable for

Bulkhead

Suitable for

Bulkhead

HRC-05

Suitable for

BulkheadHRC-05



• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 45mm * 43.5mm

• Size: Ø * H = 130.1mm * 28mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photocell Advance™ (*See pg. 14-17)

• Pro-active Lux Switching technology (*See pg. 16)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

• Sensor settings via DIP-Switches

• Max power: 27.5W

• Constant Current (CC)

• Optional terminal-cap for stand-alone installation

• Max. Output Power/Current/Voltage range: 

   16-27.5W/685mA/24V, 11-18W/450mA/40V

HEC9028 HBE9028

•                 5 .0 SIG Mesh (*See full details on pg. 05-11)

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Cut-out size: L x D = 54mm * 40mm

• Size: Ø * H = 130.1mm * 28mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photocell Advance™ (*See pg. 14-17)

• Pro-active Lux Switching technology (*See pg. 16)

• Max installation height: 6m

• Max detection range: Ø = 10m (diameter)

• Sensor settings via mobile/tablet app & PC web platform

• Multiple current selection via DIP-Switches

• Max power: 28W

• Constant Current (CC)

• Optional terminal-cap for stand-alone installation

• Max. Output Power/Current/Voltage range: 

   2-14W/300mA/6-47V, 2-16.5W/350mA/6-47V

   2-19W/400mA/6-47V, 3-21W/450mA/6-47V

   3-23.5W/500mA/6-47V, 3-26W/550mA/6-47V

   4-27W/600mA/6-45V, 4-27W/650mA/6-42V

   4-28W/700mA/6-40V

Full Product Speci�cations - - - HEC9028 & HBE9028

210

Suitable for

Bulkhead

Suitable for

Bulkhead



Bluetooth 5.0 Mesh Range (with App) 
            --- Bluetooth module in sensor head unit, suitable for metal luminaires (Hex-Drive Series)

HEC7030/BF HED8045HED1045

HED1080HHED1050L

HED1025

HED1050H

28W

50W (Low current) 50W (High current) 80W (High current)

45W 30W 45W

D A L I D A L I

+ Free Combination! 

(Total 16 sensor head options)

eb

HIR13/S

iOS / Android / Web

Commissioning Tools

iOS / Android / Web

Commissioning Tools

HBT02/TY

iOS / Android / W

Commissioning Tools

HBT01/TY

Web

Tools

iOS / Android / 

Commissioning 

HBT01/CA

iOS / Android / Web

Commissioning Tools

HBT01/H HBT02

iOS / Android / Web

Commissioning Tools

iOS / Android / Web

Commissioning Tools

HBT01/PRO

iOS / Android / Web

Commissioning Tools

HBT01

 
 

Suitable for

Bulkhead Tri-proof

LED Panel Linear

Pendant

More sensor head options

Hex-Drive is the �agship product range of Hytronik LED drivers, designed to 

integrate various functions for maximizing luminaire design �exibility. This 

driver series comes with an RJ12 connector which is ready for attaching a 

wide range of Bluetooth sensor “heads” , ranging from microwave (HF) to PIR, 

from low-bay to high-bay…

When motion sensor unplugged, the Hex-drive alone is a standard DALI 

compliant driver, possessing 1-10V and Switch-Dim (PUSH) dimming 

capability as well. All Hex-drive models have multiple current selection feature 

via DIP-Switch settings.

*What is Hex-Drive?

Full Product Speci�cations - - - Hex-Drive Series + Bluetooth Sensor Head
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Retro�t Upgrade

Commercial Lighting

See pg. 197

See pg. 197 See pg. 198

See pg. 85

See pg. 86 See pg. 86 See pg. 86 See pg. 86

See pg. 85 See pg. 85 See pg. 86

See pg. 198

See pg. 197 See pg. 192 See pg. 194



iOS / Android / Web

Commissioning Tools

HIR13/F

iOS / Android / Web

Commissioning Tools

HIR13/C

iOS / Android / Web

Commissioning Tools

HIR13/AA

Optional 
Surface Mount

Box HA07 

iOS / Android / Web

Commissioning Tools

HIR16

iOS / Android / Web

Commissioning Tools

HIR62

iOS / Android / Web

Commissioning Tools

HIR62 with HA04

iOS / Android / Web

Commissioning Tools

HIR62/R

iOS / Android / Web

Commissioning Tools

HIR62 with HA05

Full Product Speci�cations - - - Hex-Drive Series + Bluetooth Sensor Head
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See pg. 87

See pg. 87

See pg. 87 See pg. 87 See pg. 87

See pg. 86 See pg. 87



Suitable for

Bulkhead LED Panel

Pendant

HED7030/BT

30W

HED8045/BT

45W

HBE9028/KD

28W

+ Free Combination! 
(Total 20 sensor head options)

iOS / Android / 

Commissioning Tools 

SAM20D2/PRO

Web iOS / Android / Web

Commissioning Tools 

SAM20D2/H

iOS / Android / Web

Commissioning Tools

SAM20

iOS / Android / Web

Commissioning Tools

HIR05

iOS / Android / Web

Commissioning Tools

HIR05/AA

Optional 
Surface Mount

Box HA07 

iOS / Android / Web

Commissioning Tools

SAM23

iOS / Android / Web 

Commissioning Tools 

SAM21

iOS / Android / Web

Commissioning Tools

HIR11/F

iOS / Android / Web

Commissioning Tools

HIR11/S

iOS / Android / Web

Commissioning Tools

HIR07

More sensor head options

iOS / Android / Web

Commissioning Tools

SAM22

iOS / Android / Web

Commissioning Tools

Optional 
Surface Mount

Box HA07 

SAM22/AA

iOS / Android / Web

Commissioning Tools

HIR05/FM

iOS / Android / Web 

Commissioning Tools

HIR11/C

Bluetooth 5.0 Mesh Range (with App) 
            --- Bluetooth module in LED driver, suitable for plastic luminaires

Full Product Speci�cations - - - Bluetooth Drivers + Sensor Head
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Retro�t Upgrade Commercial Lighting

Pendant

See pg. 189 See pg. 190 See pg. 191

See pg. 88

See pg. 89

See pg. 89

See pg. 90

See pg. 89

See pg. 90

See pg. 90

See pg. 90 See pg. 90

See pg. 89

See pg. 89

See pg. 89

See pg. 89

See pg. 89



iOS / Android / Web

Commissioning Tools

HIR63

iOS / Android / Web

Commissioning Tools

HIR12

iOS / Android / Web

Commissioning Tools

HIR11/AA

Optional 
Surface Mount

Box HA07 

iOS / Android / Web

Commissioning Tools

HIR63 with HA04

iOS / Android / Web

Commissioning Tools

HIR63 with HA05

iOS / Android / Web

Commissioning Tools

HIR63/R

Full Product Speci�cations - - - Bluetooth Drivers + Sensor Head
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See pg. 90

See pg. 91 See pg. 91 See pg. 91
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Full Product Speci�cations - - - Hex-Drive Series + Non-Bluetooth Sensor Head

HRC-11

Remote Controller

SAM7D2/PRO SAM7D2/H
HRC-11

Remote Controller

SAM7/I
HRC-11

Remote Controller

HRC-11

Remote Controller

SAM7

HRC-05

Remote Controller

SAM7/AA

Optional 
Surface Mount

Box HA07 

HRC-05

Remote Controller

SAM7/FM
HRC-04

Remote Controller

SAM8

SAM8/RC11
HRC-11

Remote Controller

RF Receiver

HC034RF

SAM11
HRC-11

Remote Controller

RF Receiver

HC034RF

HRC-11

Remote Controller

RF Receiver

HC034RF

SAM11/I
HRC-01

Remote Controller

HIR01

HEC7030/BF HED8045HED1045

HED1080HHED1050L

HED1025

HED1050H

28W

50W (Low current) 50W (High current) 80W (High current)

45W 30W 45W

D A L I D A L I

+ Free Combination! 
(Total 31 sensor head options)

Hex-Drive is the �agship product range of Hytronik LED drivers, designed to integrate 

various functions for maximizing luminaire design �exibility. This driver series comes 

with an RJ12 connector which is ready for attaching a wide range of Bluetooth sensor 

“heads”, ranging from microwave (HF) to PIR, from low-bay to high-bay…

When motion sensor unplugged, the Hex-drive alone is a standard DALI compliant 

driver, possessing 1-10V and Switch-Dim (PUSH) dimming capability as well. All 

Hex-drive models have multiple current selection feature via DIP-Switch settings.

*What is Hex-Drive?

More sensor head options
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Suitable for

Bulkhead Tri-proof

LED Panel Linear

Pendant Commercial Lighting

See pg. 197 See pg. 197 See pg. 197

See pg. 197

See pg. 80

See pg. 81

See pg. 81 See pg. 81 See pg. 81 See pg. 81

See pg. 80

See pg. 81 See pg. 81

See pg. 80 See pg. 81

See pg. 198 See pg. 198

See pg. 194



Full Product Speci�cations - - - Hex-Drive Series + Non-Bluetooth Sensor Head

HIR09/AA
HRC-11

Remote Controller

Optional 
Surface Mount

Box HA07 

HIR10
HRC-11

Remote Controller

HIR17
HRC-11

Remote Controller

HIR17 with HA04
HRC-11

Remote Controller

HIR17 with HA05
HRC-11

Remote Controller

HIR17/R

HRC-11

Remote Controller

HIR17/R

 

HIR19/S
HRC-11

Remote Controller

HIR19/F
HRC-11

Remote Controller

HIR19/C
HRC-11

Remote Controller

HIR19/AA
HRC-11

Remote Controller

Optional 
Surface Mount

Box HA07 

HRC-01

Remote Controller

H
IR

01
/A

A

HIR01/AA

Optional 
Surface Mount

Box HA07 

HRC-01

Remote Controller

HIR01/FM
HRC-05

Remote Controller

HIR02

HRC-05

Remote Controller

HIR02/FM
HRC-05

Remote Controller

HIR02/AA

Optional 
Surface Mount

Box HA07 

HRC-11

Remote Controller

HIR03

HIR03

HRC-11

Remote Controller

HIR04
HRC-11

Remote Controller

HIR09/S
HRC-11

Remote Controller

HIR09/F
HRC-11

Remote Controller

HIR09/C
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See pg. 81

See pg. 82

See pg. 82

See pg. 83

See pg. 83

See pg. 83 See pg. 83 See pg. 84

See pg. 83 See pg. 83 See pg. 83

See pg. 83 See pg. 83

See pg. 82 See pg. 82 See pg. 82

See pg. 82 See pg. 82
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Suitable for

Bulkhead Tri-proof

Suitable for

Bulkhead Tri-proof

Full Product Speci�cations - - - Non-Bluetooth Driver + Sensor Head

Non-Bluetooth

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Size: L * W * H = 119.5mm * 53mm * 26mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

• Sensor settings via DIP-Switches

• Max power: 25.5W

• Constant Current (CC)

• Multiple current selection via DIP-Switches

• Max. Output Power/Current/Voltage range: 

   15.7W/350mA/43V, 21W/500mA/42V

   22W/550mA/40V, 25.2W/700mA/36V

   25.5W/750mA/34V, 25.2W/900mA/28V

HEC9025 + SAM4

• Input: 120-277VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Size: L * W * H = 119.5mm * 53mm * 26mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

HEC9425 + SAM4

• Sensor settings via DIP-Switches

• Max power: 25.5W

• Constant Current (CC)

• Multiple current selection via DIP-Switches

• Max. Output Power/Current/Voltage range: 

   15.7W/350mA/43V, 21W/500mA/42V

   22W/550mA/40V, 25.2W/700mA/36V

   25.5W/750mA/34V, 25.2W/900mA/28V

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Size: L * W * H = 119.5mm * 53mm * 26mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photocell Advance™ (*See pg. 14-17)

• Pro-active Lux Switching technology (*See pg. 16)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

HEC9025/I + SAM5/I

• Sensor settings via DIP-Switches & handset HRC-11

• Max power: 25.5W

• Constant Current (CC)

• Multiple current selection via DIP-Switches

• Max. Output Power/Current/Voltage range: 

  15.7W/350mA/43V, 21W/500mA/42V

  22W/550mA/40V, 25.2W/700mA/36V

  25.5W/750mA/34V, 25.2W/900mA/28V
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Suitable for

Bulkhead

Suitable for

Bulkhead

Full Product Speci�cations - - - Non-Bluetooth Driver + Sensor Head

+ Free Combination! 

(Total 5 sensor head options, applicable

to HEC7030 & HEC7430)

SAM5 SAM5/FM
HRC-05

Remote Controller

SAM5/AA
HRC-05

Remote Controller

Optional 
Surface Mount

Box HA07 

SAM9SAM5/IP65
HRC-05

Remote Controller

• Input: 120-277VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Size: L * W * H = 108mm * 69mm * 22.2mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• “EXT” terminals synchronization control (*See pg. 22)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

• Sensor settings via DIP-Switches & handset HRC-05

• Max power: 30W

• Constant Current (CC)

• Multiple current selection via DIP-Switches

• Max. Output Power/Current/Voltage range: 

   120V: 5-25W/500mA/10-50V, 5.5-25W/550mA/10-45V

             7-25W/700mA/10-36V, 7-25W/750mA/10-33V

   277V: 3.5-17.5W/350mA/10-50V, 5.5-26W/550mA/10-48V

             7-30W/700mA/10-43V, 7-30W/750mA/10-40V

             9-23W/900mA/10-25V

HEC7430

HEC7030

• Input: 220-240VAC, 50/60Hz

• Microwave detection (HF 5.8GHz ± 75MHz)

• Size: L * W * H = 108mm * 69mm * 22.2mm

• Tri-level dimming (*See pg. 19)

• Daylight sensor: Photodiode

• Active Lux Switching technology (*See pg. 15)

• “EXT” terminals for synchronization control (*See pg. 22)

• Max installation height: 6m

• Max detection range: Ø = 12m (diameter)

• Sensor settings via DIP-Switches & handset HRC-05

• Max power: 30W

• Constant Current (CC)

• Multiple current selection via DIP-Switches

• Max. Output Power/Current/Voltage range: 

   21W/350mA/60V, 30W/500mA/60V

   30W/550mA/55V, 30W/700mA/43V

   30W/750mA/40V, 23W/900mA/25V

HRC-05

Remote Controller
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See pg. 95 See pg. 95
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HRC-05


	第37个  驱动感应二合一
	第38个  驱动感应二合一
	第39个  驱动感应二合一

