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Overview: Dimmers/Cotrollers/Switches for Projects (built-in junction box)
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Overview: Dimmers/Cotrollers/Switches for Projects (built-in junction box)



286

√ √

√ √

√ √

√ √

√ √

√

√

√

√

√

On/off + Volt-free

Dry contact
24VDC≤2A, 
250VAC≤4A

DALI

Max. 100mA

Trailing Edge

150VA/150W

On/off

400VA/800W

0/1-10V

400VA/800W

220~240Vac

220~240Vac

230Vac

220~240Vac

220~240Vac

HBTD8200S/F

HBTD8200VFC/F

HBTD8200D/F

HBTD8200T/F

HBTD8200V/F

Page
 Push 

Switch
Sensor-linkOutputInput

Bluetooth

5.0 SIG Mesh

Overview: Dimming/Switching Modules for OEMs (built-in luminaire)
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•                  5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• DALI-2 dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

HBTD8200S

HBTD8200D

HBTD8200T

HBTD8200VFC

HBTD8200V

•                            5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• On/Off switch with relay output

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

•                            5.0 SIG Mesh 

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 24VDC≤2A, 250VAC≤4A

• VFC: Volt-free Contact / Dry Contact

• On/Off control with relay output

• Module settings via mobile/tablet app & PC web platform

•                  5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• 0/1-10V dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 230V, 50Hz

• Output (Max Loading): 150VA capacitive / 150W resistive 

• Trailing edge dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade
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HBTD8200S & HBTD8200VFC & HBTD8200D & HBTD8200V & HBTD8200T
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•                  5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 230V, 50Hz

• Output (Max Loading): 2x100VA capacitive / 2x150W resistive       

• Dual trailing edge dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

HBTD8200T2

HBTD8200P

HBTD8200PDC

•                  5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 220-240VAC, 50/60Hz

• SELV switch input module       

• Module settings via mobile/tablet app & PC web platform

• 4 SELV switch input terminals

•                  5.0 SIG Mesh

• Designed for junction box / electrical box installation

• Input: 12VDC

• SELV switch input module       

• Module settings via mobile/tablet app & PC web platform

• 4 SELV switch input terminals

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade
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HBTD8200T2 & HBTD8200P & HBTD8200PDC & HBTD8200D/CA & HBTD8200D/TY

HBTD8200D/CA

• Casambi                  module built-in

• Designed for junction box / electrical box installation

• DALI dimmer & controller

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

• Tuya                  module built-in

• Designed for junction box / electrical box installation

• DALI dimmer & controller

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

HBTD8200D/TY

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade

Suitable for

Commercial Lighting Domestic LightingRetro�t Upgrade
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• Trailing edge dimmer & controller

• Designed for junction box / electrical box installation

• Input: 230V, 50Hz

• Output (Max Loading): 150W capacitive / 200W resistive

• Switch-Dim (PUSH) terminal

• Switch-Dim (PUSH) to trailing edge converter

• Adjustable minimum brightness level

HD2200

Suitable for

Commercial Lighting Domestic Lighting

• Trailing edge dimmer & controller

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 200VA capacitive / 200W resistive

• DALI to trailing edge converter

• DALI Addressable

• Optional terminal-caps

HDD2200

Suitable for

Commercial Lighting Domestic Lighting

HDS2400

• On/Off switch & controller

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• DALI to On/Off converter

• DALI Addressable

• Optional terminal-caps

• 0/1-10V dimmer & controller

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 400VAcapacitive / 800W resistive

• 2 Switch-Dim (PUSH) terminals

• Switch-Dim (PUSH) to 1-10V converter

• DALI broadcast dimmer & controller

• Designed for junction box / electrical box installation

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• 2 Switch-Dim (PUSH) terminals

• Switch-Dim (PUSH) to DALI converter

HD8200V

HDD8200

Suitable for

Commercial Lighting Domestic Lighting

Suitable for

Commercial Lighting Domestic Lighting

Suitable for

Commercial Lighting Domestic Lighting

289

HD2200 & HDD2200 & HDS2400 & HD8200V & HDD8200
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High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

HBTD8200S/F & HBTD8200VFC/F & HBTD8200D/F & HBTD8200V/F & HBTD8200T/F

•                 5.0 SIG Mesh

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• On/Off switch with relay output

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• DALI-2 dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• 0/1-10V dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh

• Input: 230V, 50Hz

• Output (Max Loading): 150VA capacitive / 150W resistive 

• Trailing edge dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh 

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 24VDC≤2A, 250VAC≤4A

• VFC: Volt-free Contact / Dry Contact

• On/Off control with relay output

• Module settings via mobile/tablet app & PC web platform

HBTD8200VFC/F

HBTD8200D/F

HBTD8200V/F

HBTD8200T/F

HBTD8200S/F

290

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

D A L I



High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

High-bay

Suitable for

Bulkhead Tri-proof LED Panel

Linear Pendant

HBTD8200D/F/CA & HBTD8200D/F/TY & HBTD9200S/F & HBTD9200V/F & HBTD9200VFC/F

• Tuya                  module built-in

• DALI dimmer & controller

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

• Casambi                  module built-in

• DALI dimmer & controller

• Input: 220V-240VAC, 50/60Hz

• Output (Max Loading): 100mA DALI power supply

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh 

• Input: 120-277VAC, 50/60Hz

• Output (Max Loading): 24VDC≤2A, 250VAC≤4A

• VFC: Volt-free Contact / Dry Contact

• On/Off control with relay output

• Module settings via mobile/tablet app & PC web platform

•                  5.0 SIG Mesh

• Input: 120-277VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• 0/1-10V dimmer & controller

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

•                  5.0 SIG Mesh

• Input: 120-277VAC, 50/60Hz

• Output (Max Loading): 400VA capacitive / 800W resistive

• On/Off switch with relay output

• Module settings via mobile/tablet app & PC web platform

• 2 Switch-Dim (PUSH) terminals

HBTD9200S/F

HBTD9200V/F

HBTD9200VFC/F

HBTD8200D/F/CA

HBTD8200D/F/TY
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